
型号

型号

0086-2019-04

VX-1000 系列
集成语音报警公共广播系统

 

  

 

                         

91dB

120- 15,000H z

172.3(W ) x 192.6(H ) x 103.3(D )m m

外壳：H IPS树脂，雪白   背面板：H IPS树脂，原色

型号       PC-648R

      PC-658R

BS-1006

选用适配件                          

选用适配件          

H Y- 648B C  Q

H Y- 658B C  Q

100V:6W /70:3W
12cm (5寸)锥形

网络遥控话筒/扩展单元VX-100RM- EA / RM-110VX- EA

自定义功能按键，实现个性化配置

可通过PoE供电

电源                                    D C 24V /1A或者PoE (IE E E  802.3at)

消耗电流                             小于200m A (单台VX-100R M -E A )

                                           小于500m A (连接9台R M -110V X -E A时)

音频输入                             平衡，1Vrm s(M ax:2V rm s),输入阻抗10 KΩ

音频输出                             非平衡，1Vrm s，输出阻抗 10 KΩ或非平衡，11.25m W ，输出阻抗32Ω

频率响应                             20~20,000H z

功能键数目                         单机10个，最多100(连接9台R M -110V X -E A时)

网络接口                             R J45接口,10B A S E -T/100B A S E -TX ,自动判定

网络协议                             TC P /IP、U D P、H TTP、AR P、R TP、IC M P、IG M P、SIP

VX-1000 Series 
IP Integrated Voice Evacuation System



  Description

The VX-1000 series operates TCP/IP network that provides flexibility for different sized projects. 
With extensive functions including speaker line, fault detection and ambient noise sensor, the 
system is suitable for a large variety of application. like office buildings, hotels and parks.

  Features

  Maximum System Capacity
1,000,000W

4,000

4,000

Output power

Number of control input

Number of control output

500

2,000

2,000

Terminal number

Number of audio input

Number of audio output

V X -1125D A -E A V X -1250D A -E A V X -1500D A -E A
功率放大单元(125W ) 功率放大单元(250W ) 功率放大单元(500W )

   矩阵控制器VX-1000 MC-EA
可使用按键和旋钮进行广播操作

4.3寸液晶屏可显示操作信息、故障信息
设备信息等

具备AN C噪声检测功能

具备故障检测功能

   供电机框
可向VX-1000D A功放单元提供电源

带有主备电源切换

可显示功放单元运行状态

VX-1000PF-EA

可安装4个功放单元和1个备用功放单元

系统特点

产品介绍

分布式结构：

VX-1000系列是一款基于TC P /IP网络架构的公共广播系统。系统设备配置简单、集成度高，可应用
于大楼、办公场所、酒店、工厂等商业用途设施，也同样可应用于文化旅游城、公园等民用场所。
系统具备强大的故障检测功能，能及时了解各个设备状态。AN C噪声检测功能可对各个应用场景进
行环境噪声检测，自动调整输出音量，营造舒适的听音环境。

基于TC P /IP网络架构，可随网络
任意扩展。 

环保高效：

高集成度： 在1台矩阵控制器里集成除功率
放大以外的所有功能。

简易化： 系统设备种类少，配置简单。

系统性能
最大终端数量     500  

最大音频输入数量                              2,000

                        

 最大音频输出数量                                                     2,000

高可靠性：具备功放检测、功放倒备、回路
检测、电源备份、网络备份、
C PU  O FF功能。在项目应用中，
具有极高的可靠性。
低损耗的D类功率放大器单元，
可减少设备数量和占用空间。

最大输出功率    1,000,000 W 

最大控制输入数量                                 4,000

                        

 最大控制输出数量                                               4,000

电源

音频输入

辅助音频输入

功率输入

噪声检测输入

音控器控制输出

喇叭回路输出

辅助音频输出

录音输出

功放接口

控制输出

控制输入

网络接口

网络协议

内部语音容量

回路检测功能

故障检测功能

优先级

AC 220V /50H z

4通道；平衡，输入阻抗10KΩ，额定输入0dB

4通道；非平衡，输入阻抗10KΩ，额定输入0dB，与音频输入接口混音

功放输入4通道，备用功放输入1通道

4通道；平衡，额定输入0dB

4通道；

4通道；

4通道；非平衡，最大0dB

1通道；非平衡，最大0dB

功放接口4通道，备用功放接口1通道

8通道

8通道

R J45×2，10B A S E -T/100B A S E -TX ,自动判定

SIP、N TP、H TTP、R TP、FTP

1G B

开路，短路，接地

主电源故障，备用电源故障，功放故障，供电机框故障

最大512级

电源                                    A C 220V /50H z

功率输出                             功放输出4通道，备用功放输出1通道

功放接口                             功放接口4通道，备用功放接口1通道

紧急广播 业务广播

WAN/LAN

V X -1000M C -E A
矩阵控制器

VX-100R M
网络遥控话筒

VX-1000P F-E A
供电机框(最多5个单元）

操作/设定软件

网线
模拟线

AN -9001
环境噪音检测话筒SPE A K E R

扬声器

PM -100V X
手持式话筒

可根据需求选择不同功率放大单元

   数字功率放大器单元

低损耗的D类功率放大器单元

单元可被安装在供电机框内

3种不同功率对应: 125W , 250W  或 500W

具备滤尘器，便于维护

VX-1125DA-EA / VX-1250DA-EA / VX-1500DA-EA

电源                  

消耗功率

             

功放类型             

额定输出             

频率特性             

型号               VX-1125DA-EA                            VX-1250DA-EA                                VX-1500DA-EA
                                                                      AC220V、50Hz                    

  30.3W（待机状态）                            27.7W（待机状态）                         28.2W（待机状态）

130W（额定输出状态）                      255W（额定输出状态）                 505W（额定输出状态）

                                                                     D类数字功放         

          125W                                                         250W                                               500W

                                                                     20Hz~20kHz ±3dB           

Decentralized: operates TCP/IP network, can 
expand the system size with the network easily

Compact: All functions except power amplifiers are 
integrated in one matrix controller.

Simple: Simple configuration thanks to small 
numbers of system components.

High reliability: with power amplifier fault detection, 
speaker line fault detection, redundant functions for 
amplifier, power and network, CPU OFF, etc., to ensure 
the safe operation of the system in different applications.

Energy saving: Low-loss modular Class D amplifiers with 
3 different output ratings. which can be flexibly matched 
according to demands and also can reduce the number 
of equipment and occupying space.

Speaker

Operation/ 
Setting Software

PM-100VX-EA
Paging Microphone

Emergency
 broadcast        RM

VX-1000MC-EA
Matrix Controller

VX-100RM-EA
IP Remote 
Microphone

AN-9001 
Ambient Noise 
Sensing Microphone

  VX-1000PF-EA 
  Peering Frame (Max. 5 unit)

Different power levels can be selected according to demand 

VX-1125DA-W
Digital Power Amplifier 

Module 125W

VX-1250DA-W
Digital Power Amplifier 

Module 250W

VX-1500DA-W
Digital Power Amplifier 

Module 500W

Cable

Analog line



  VX-1000MC-EA   Matrix Controller 

Hard buttons and knobs for easy broadcast operations

4.3 inch LCD screen displays operation

information, fault information, equipment information

ANC noise detection function

Equipment and speaker line have fault detection

Model

Power Source

Audio Input

Auxiliary Audio Input

Amplifier Input

Noise Detection Input

Attenuator Control Output

Speaker Loop Output

Auxiliary Audio Output

Recording output

Amplifier interface

Control Output

Control Input

Network I/F

Network Protocol

Internal Audio Storage

Loop Detection Function

Fault Detection Function

Priority

Option

VX-1000MC-EA

AC220V/50Hz

4 channels: balanced, LINE, with volume knob, input impedance 10kΩ, rated input 0dB

4 channels: unbalanced, input impedance 10kΩ, mix with audio input interface

Amplifier input 4 channels, auxiliary amplifier input 1 channel

4 channels: balanced, rated input 0dB

4 channels

4 channels

4 channels, unbalanced, max. 0 dB

4 channels, unbalanced, max. 0 dB

Amplifier interface 4 channels, auxiliary amplifier interface 1 channel

8 channels

8 channels

RJ-45 x2, 10BASE-T/100BASE-TX auto-negotiation

SIP, NTP, HTTP,RTP,FTP

1GB

Open circuit, short circuit, ground

Main power fault, auxiliary power fault, amplifier fault, power supply frame fault

Max. 512 level 

PM-100VX-EA Paging Microphone

Power can be supplied to VX-1000DA series digital power  

amplifier module  

With active and standby power switching

LED light displays the power amplifier operation status 

4 power amplifier modules and 1 spare power amplifier 

modules can be installed

  VX-1000PF-EA   Peering Frame

Model

Power Source

Power Output

Amplifier interface

VX-1000PF-EA

AC220V/50Hz

Amplifier output 4 channels, auxiliary amplifier output 1 channel

Amplifier interface 4 channels, auxiliary amplifier interface 1 channel



Powered by PoE

Customized function buttons for personalized 
configuration

  VX-100RM-EA / RM-110VX-EA   IP Remote Microphone / Remote Microphone Extension

Model

Power Source

Power Consumption

Audio Input

Audio Output

Frequency Response

No. of Function Keys

Network I/F

Network Protocol

Option

VX-100RM-EA

DC 24V/1A or PoE (IEEE 802.3at)

Lower than 200mA ( Single unit of VX-100RM-EA)

Lower than 500mA (when connecting 9 units of RM-110VX-EA)

Balanced, 1V rms (Max: 2 V rms), input impedance 10kΩ

Unbalanced, 1V rms, input impedance 10kΩ or unbalanced, 11.25mW, input impedance 32kΩ

20Hz- 20kHz 

10, Max.:100 (when connecting 9 units of RM-110VX-EA)

RJ45, 10BASE-T/100BASE-TX auto-negotiation

TCP/IP, UDP, HTTP, ARP, RTP, ICMP, IGMP,SIP

RM-110VX-EA  Remote Microphone Extension

  VX-1125DA-W / VX-1250DA-W / VX-1500DA-W   Digital Power Amplifier Module

Class D power amplifier modular 

Mounts in the frame units

3 different power outputs: 125W, 250W or 500W

Dust filter, easy to clean

Model

Power Source

Power Consumption

Amplification System

Output Power

Frequency Response

VX-1125DA-W

AC220V/50Hz

30.3W (standby mode)

130W (rated output mode)

Class D

125W

20Hz-20kHz ±3dB

VX-1250DA-W

27.7W (standby mode)

255W (rated output mode)

250W

VX-1500DA-W

28.2W (standby mode)

505W (rated output mode)

500W
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